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SERIES 90

Pressure Rating  PN16 (5"-6")
EN10213-1.4408, ASTM A351-CF8M
Material  TFM1600, 25%, 50%
Seat  Full bore
Bore Type = Available connections:

(Sn-_ 6”) Additional Features ANSI Class 150, JIS 10K, DIN PN40
» SO 5211 direct mounting pad
= 1/2"-2" Needs extra parts

to mount an actuator
= Able fo add anti-static device

(Ball-stem-body)
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MATERIALS LIST m
. | PART NAME | QTY o $
1 BODY 1 1.4408(CF8M) I A =
2 END CAP 2 14408(CF8M) ;
3  BALL 1 SUS316 : N
4 STEM 1 630(H1150) A\l B "ﬁ
5  JOINT GASKET 2 SUS316 L ﬁ
6 SEAT 2 TFM1600 =2 &
7 PACKING 2  PTFE n L=
8  STEMSEAL 1 PTFE — .
9  V-RING PACKING 1SET PTFE _
10 BUSHING j OERSSROWDER ﬁ
FILLED PTFE E =
11 PACKING 2  PTFE (o)
12 GLAND 1 CFs i?@ =
13 GLAND BOLT 2 SUS304 1 e ——
14 GLAND NUT 2 SUS304 —— - r e
15 BOLT 16 SUS304 ¥ M
16 NUT 16 SUS304 b T
17 STOPPIN 1 SUS304 3+
18 STOP PIN NUT 1 SUS304
19 HANDLE ADAPTOR 1 CFr8 _
_ _=|_ _ loleol =z
20  PIPE HANDLE 1 SUS304 == = e EEE
21 HANDLE BOLT 1 SUS304 %
N-@X B
6 6 5"-6" =

DIMENSIONS (mm)

SIZE | FLANGED| B |B H |ol|F| eT | ou | @v | w | 1SO 5211

5 150LB 1785 27 125 600 250 27 356 1875 2159 254 239 16 8 F12F14
10K 185 27 (125 600. 250, 2 356 185 210, 250 20, 2 8 F12F14
& 150 LB 196 27 150 800 2675 27 394 2142 2413 2794 254 16 8 224 F12F14
10K 196 27 150 800 2675 27 394 2173 240 280 22 2 8 23 F12F14
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